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 RPMA™ ■ ELITE® PROJECTOR MOUNT

MICROZONE™ ADJUSTMENTS
PATENT-PENDING 
This feature makes projector registration fast 
and precise (including fl ush-mount installations). 

CENTRIS® TECHNOLOGY
PATENT-PENDING
Enables effortless fi ngertip positioning. Self-
adjusts to support different projector weights.

CABLE MANAGEMENT
Route cables through top of mount without 
additional accessories.

Q-LOCK™ QUICK RELEASE LEVER
Provides quick connect/disconnect of the
projector for service and enhanced security 
with an integrated key and lock system.

1

2

3

4

* Dimensions don’t include interface bracket

Roll ±3˚

Pitch ±20˚

Yaw 360˚

Dimensions* 2.75” x 6.5” x 5.5”
(HxWxD) (69 x 165 x 140 mm)

Color, Custom Black
Color, Universal Black, Silver, White

Weight Capacity 50 lbs (22.7 kg)

For a complete list of projector mount accessories see page 18.

 CMS SUSPENDED CEILING KITS

 CMS EXTENSION COLUMNS

 LSB101  ■ Lateral Shift Accessory

Yaw Adjustment
Point ±20˚

4

3

1 2

Roll Adjustment Point ±3˚

1.0” 
(25 mm)

1-1/2” DIA NPT

2.72”
(69 mm)

5.24”
(133 mm)

6.5”
(165 mm)

4.5”
(114 mm)

5.5”
(140 mm)

5.5”
(140 mm)

Pitch Adjustment
Point ±20˚

ABOUT RPMA ELITE
• New universal interface with faster installation, and lamp and fi lter access

• Keyed locking options (A/B/C/D)

• Compatible with a wide array of accessories

• Ships fully-assembled with everything you need for installation 
 in one box

• Available in custom (black) or universal (black, silver, white)

CEILING MOUNTS

http://www.chiefmfg.com/
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 RSMA™ ■ MINI ELITE™ PROJECTOR MOUNT

SMALLER FORM FACTOR
Compact design is smaller than the RPA Elite 
by 1/3, and includes all the same features. 

MICROZONE™ ADJUSTMENTS
PATENT-PENDING 
This feature makes projector registration fast 
and precise (including fl ush-mount installations). 

CENTRIS® TECHNOLOGY
PATENT-PENDING
Enables effortless fi ngertip positioning. Self-
adjusts to support different projector weights.

CABLE MANAGEMENT
Route cables through top of mount without 
additional accessories.

Q-LOCK™ QUICK RELEASE LEVER
Provides quick connect/disconnect of the
projector for service and enhanced security 
with an integrated key and lock system.

1

2

3

4

* Dimensions don’t include interface bracket

Roll ±3˚

Pitch ±15˚

Yaw 360˚

Dimensions* 1.83” x 4.37” x 5.07”
(HxWxD) (46 x 111 x 129 mm)

Color, Custom Black
Color, Universal Black, Silver, White

Weight Capacity 25 lbs (11.3 kg)

For a complete list of projector mount accessories see page 18.

 CMS SUSPENDED CEILING KITS

 CMS EXTENSION COLUMNS

 SEC2  ■ Security Cable

Yaw Adjustment
Point ±10˚

ABOUT RSMA MINI
• Next-gen microadjustable mount for smaller form factor projectors

• New universal interface with faster installation and lamp and fi lter access

• Keyed locking options (A/B/C/D)

• Compatible with a wide array of accessories

• Available in custom (black) or universal (black, silver, white)

CEILING MOUNTS

4.37”
(111 mm)

2.18”
(55 mm)

1.83”
(46 mm)

1.61”
(41 mm)

Ø2.28” (58 mm)
Bolt Circle

Ø.22” 
(6 mm) 5.07”

(129 mm)

5

4
3

2

51
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 RPA® ■ PROJECTOR MOUNT

INDEPENDENT ROLL, PITCH AND YAW
For quick and precise projector registration.

QUICK CONNECT/DISCONNECT
Convenient lamp and fi lter access on most
projectors. Disconnecting maintains registration 
and doesn’t affect pre-set adjustments.

ALL-POINTS® SECURITY
Exclusive steel-into-steel locking hardware at 
all connection points to protect against theft. 

MULTIPLE INSTALLATION OPTIONS
Mounting options include: fl ush mount to
ceiling, use 0.25” (6.35 mm) threaded rods or 
use a 1-1/2” NPT threaded extension column.

CABLE MANAGEMENT
Route cables through top of mount without 
additional accessories.

1

2

3

4

5

* Dimensions don’t include interface bracket

Roll ±4˚

Pitch ±25˚

Yaw 360˚

Dimensions* 1.75” x 6.5” x 5.5”
(HxWxD) (44 x 165 x 140 mm)

Color, Custom Black
Color, Universal Black, Silver, White

Weight Capacity 50 lbs (22.7 kg)

ABOUT RPA
• Industry-leading RPA Series with independent roll, pitch and yaw

• New universal interface with faster installation and lamp/fi lter access

• Compatible with a wide array of accessories

• Ships fully-assembled with everything you need for installation 
 in one box

• Available in custom (black) or universal (black, silver, white)

For a complete list of projector mount accessories see page 18.

 CMS SUSPENDED CEILING KITS

 CMS EXTENSION COLUMNS

 PG2A  ■ Security Cage

5

31 2

3.25”
(83 mm)

1.75”
(44 mm)

5.5”
(140 mm)4.5”

(114 mm)

5.5”
(140 mm)

5.02”
(128 mm)

2.77”
(70 mm)

3.1”
(79 mm)

1 ½” NPT

Ø3.75 Bolt 
Circle

4

CEILING MOUNTS

http://www.chiefmfg.com/
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 RSA™ ■ MINI PROJECTOR MOUNT

SMALLER FORM FACTOR
Compact design is smaller than the RPA by 
1/3, and includes all the same features. 

INDEPENDENT ROLL, PITCH AND YAW
For quick and precise projector registration.

QUICK CONNECT/DISCONNECT
Convenient lamp and fi lter access on most
projectors. Disconnecting maintains registration 
and doesn’t affect pre-set adjustments.

ALL-POINTS® SECURITY
Exclusive steel-into-steel locking hardware at 
all connection points to protect against theft. 

MULTIPLE INSTALLATION OPTIONS
Mounting options include: fl ush mount to
ceiling, use 0.25” (6.35 mm) threaded rods or 
use a 1-1/2” NPT threaded extension column.

1

2

3

4

5

* Dimensions don’t include interface bracket

Roll ±3˚

Pitch ±20˚

Yaw 360˚

Dimensions* 1.44” x 4.38” x 4.39”
(HxWxD) (37 x 111 x 112 mm)

Color, Custom Black
Color, Universal Black, Silver, White

Weight Capacity 25 lbs (11.3 kg)

For a complete list of projector mount accessories see page 18.

 CMS SUSPENDED CEILING KITS

 CMS EXTENSION COLUMNS

 PG2A  ■ Security Cage

ABOUT RSA MINI
• Next-gen mount for smaller form factor projectors

• New universal interface with faster installation and lamp and fi lter access

• Ships fully assembled with everything you need for installation in 
 one box

• Available in custom (black) or universal (black, silver, white)

CEILING MOUNTS

 

 

4.38”
(111 mm)

.22”
(5.6 mm)

Threads onto 1 ½” 
NPT

Ø2.88” (73 mm) 
bolt circle

4.39”
(112 mm)

3.1”
(79 mm)

1.44”
(37 mm)

4

32

5

1
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 RPMA1™ ■ RPA ELITE® SECURITY MOUNT

MICROZONE™ ADJUSTMENTS
PATENT-PENDING 
This feature makes projector registration fast 
and precise (including fl ush-mount installations). 

CENTRIS® TECHNOLOGY
PATENT-PENDING
Enables effortless fi ngertip positioning. Self-
adjusts to support different projector weights.

QUICK CONNECT/DISCONNECT
Convenient lamp and fi lter access on most
projectors. Disconnecting maintains registration 
and doesn’t affect pre-set adjustments.

CABLE MANAGEMENT
Route cables through top of mount without 
additional accessories.

COMPLETE SECURITY 
Universal mounting interface with secured 
mounting points for high-risk environments. 

1

2

3

4

5

ABOUT RPMA1
• Industry-fi rst micro-adjustable projector mount

• Keyed locking options (A/B/C/D)

• No tamper resistant hardware required

• Universal interface and also supports optional custom SLBs

• Compatible with a wide array of accessories

Roll ±3˚

Pitch ±20˚

Yaw 360˚

Dimensions 3.8” x 14.6” x 12.3”
(HxWxD) (97 x 371 x 312 mm)

Color Black, White

Weight Capacity 50 lbs (22.7 kg)

For a complete list of projector mount accessories see page 18.

 CMS SUSPENDED CEILING KITS

 CMS EXTENSION COLUMNS

 PMSC  ■ Security Cables

4
1

3

2

5

3.89”
(99 mm)

6.1”
(155 mm)

1.1”
(28 mm)

14.71”
(374 mm)

7.36”
(186 mm)

1.5” NPT 
Threads

12.21”
(310 mm)

CEILING MOUNTS

http://www.chiefmfg.com/
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 RPAA1™ ■ SECURITY MOUNT

INDEPENDENT ROLL, PITCH AND YAW
For quick and precise projector registration.

QUICK CONNECT/DISCONNECT
Convenient lamp and fi lter access on most
projectors. Disconnecting maintains registration 
and doesn’t affect pre-set adjustments.

CABLE MANAGEMENT
Route cables through top of mount without 
additional accessories.

MULTIPLE INSTALLATION OPTIONS
Mounting options include: fl ush mount to
ceiling, use 0.25” (6.35 mm) threaded rods or 
use a 1-1/2” NPT threaded extension column.

COMPLETE SECURITY 
Universal mounting interface with secured 
mounting points for high-risk environments. 

1

2

3

4

5

* Dimensions don’t include interface bracket

Roll ±4˚

Pitch ±25˚

Yaw 360˚

Dimensions* 3.4” x 16.2” x 12.1”
(HxWxD) (86 x 411 x 307 mm)

Color Black, White

Weight Capacity 50 lbs (22.7 kg)

For a complete list of projector mount accessories see page 18.

 CMS SUSPENDED CEILING KITS

 CMS EXTENSION COLUMNS

 PMSC  ■ Security Cables

CEILING MOUNTS

4

3 2
1

5

ABOUT RPAA1
• Industry-leading RPA Series with independent roll, pitch and yaw

• No tamper resistant hardware required

• Universal interface and also supports optional custom SLBs

• Compatible with a wide array of accessories

• Ships fully assembled with everything you need for installation in 
 one box

• Keyed locking options (A/B/C)

3.35”
(85 mm)

16.19”
(411 mm)

24.08”
(612 mm)

12.11”
(308 mm)

http://www.chiefmfg.com/
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 LCDA™ ■ NON-INVERTED UNIVERSAL MOUNT

INDEPENDENT ROLL, PITCH AND YAW
For quick and precise projector registration.

ADJUSTABLE TRAY
Accommodates a wide variety of projectors. 
No interface bracket required.

CABLE MANAGEMENT
Route cables through top of mount without 
additional accessories.

MULTIPLE INSTALLATION OPTIONS
Mounting options include: fl ush mount to
ceiling, use 0.25” (6.35 mm) threaded rods or 
use a 1-1/2” NPT threaded extension column.

1

2

3

4

* Tray width of LCDA240C is not adjustable. 
   Adjustments are for the side panels only. 
  Tray is a fi xed 12.5” (317 mm) wide

Roll ±5˚

Pitch ±90˚

Yaw 360˚

Dimensions* Varies per model
(HxWxD) 

Color Black

Weight Capacity 50 lbs (22.7 kg)

LCDA Model A - Max Height B - Max Width C - Tray Depth

LCDA215C 3.33” - 4.25” 7.63” - 12.6” 8”
 (84 - 112 mm) (194 - 320 mm) (203 mm)

LCDA220C 7.69” - 13.4” 8.63” - 11.5” 17.75”
 (196 - 340 mm) (219 - 292 mm) (450 mm)

LCDA225C 10.8” - 16” 8.63” - 11.5” 17.75”
 (196 - 340 mm) (219 - 292 mm) (450 mm)

LCDA230C 7.69” - 13.4” 12.69” - 23.25” 17.75”
 (196 - 340 mm) (324 - 591 mm) (450 mm)

LCDA240C 10.8” - 16” 14.13” - 19.6” 22.25”
 (274 - 419 mm) (358 - 498 mm) (565 mm)

CHOOSE FROM 5 LCDA MODELS

For a complete list of projector mount accessories see page 18.

 CMS SUSPENDED CEILING KITS

 CMS EXTENSION COLUMNS

 CMA250  ■ Flush Mount Kit

2

4

1

3

3.25”
(83 mm)

2.03”
(52 mm)1.25”

(32 mm) 4.4” Min
(112 mm)

* LCDA225C shown

18.2”
(462 mm)

7.45” - 12.66”
(189 - 322 mm)

Pitch ±90˚ 10.27” - 18.12”
(261 - 460 mm)

1½” NPT 
Threads

CEILING MOUNTS

PHOTO 
NOT 

AVAILABLE

http://www.chiefmfg.com/
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 VCM™ ■ HEAVY DUTY MOUNT

INDEPENDENT ROLL, PITCH AND YAW
For quick and precise projector registration.

MULTIPLE INSTALLATION OPTIONS
Mounting options include: fl ush mount to
ceiling, use 0.5” (12.7 mm) threaded rods or 
use a 1-1/2” NPT threaded extension column.

QUICK CONNECT/DISCONNECT
Convenient lamp and fi lter access on most
projectors. Disconnecting maintains registration 
and doesn’t affect pre-set adjustments.

CABLE MANAGEMENT
Route cables through top of mount without 
additional accessories.

1

2

3

4

ABOUT VCM
• Industry-fi rst microadjustable independent roll, pitch and yaw

• Three mounting methods

• Custom option only

• Ships fully assembled with everything you need for installation 
 in one box

• Compatible with a wide array of accessories

For a complete list of projector mount accessories see page 18.

 CMA STRUCTURAL ADAPTERS

 CMS EXTENSION COLUMNS

 LPK1  ■ Flush Mount KitPHOTO 
NOT 

AVAILABLE

CEILING MOUNTS

43

2

1

* Dimensions don’t include interface bracket

Roll ±5˚

Pitch ±20˚

Yaw 360˚

Dimensions* 3.8” x 14.6” x 12.3”
(HxWxD) (97 x 371 x 312 mm)

Color Black

Weight Capacity 250 lbs (113.4 kg)

17.36”
(441 mm)

8.13”
(206 mm)

9.86”
(250 mm)

6.04”
(153 mm)

4.5”
(114 mm)

3.97”
(101 mm)

9”
(229 mm)

16.25”
(413 mm)

1½” NPT 
Threads

http://www.chiefmfg.com/
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AUTOMATED MOUNTS
 SL151™ ■ SMART-LIFT

DROP-IN INSTALLATION
New design fi ts 2 x 2’ (600 x 600 mm) tiles
without modifi cation.

PRECISE POSITIONING
Vertical projector cradle adjustment and 
fore/aft projector positioning.

QUICK CONNECT/DISCONNECT
Convenient lamp/fi lter access, maintains
registration even when disconnected.

LOW PROFILE
Requires 11” (279 mm) clearance above ceiling. 
Provides 8.25” (210 mm) of downward travel.

MULTIPLE INSTALLATION OPTIONS
Mounting options include: Three 0.38” (10 mm) 
threaded rods, 1-1/2” NPT threaded
extension column with SMA602 accessory,
and side mounting with built-in joist tabs.

1

2

3

4

UL LISTED
Certifi ed to the latest UL standards

MULTIPLE CONTROL OPTIONS
Choose from single momentary push button, low voltage controller, 
and internal and external wiring options. Also accepts 5–30V AC/DC for 
triggering commands. AMX/Crestron control compatibility.

VOLTAGE OPTIONS
120V or 230V (for 230V order the SL151I), current draw of .9 amps

FLEXIBLE INSTALLATION
Independent roll, pitch and yaw

WIRE MORE THAN ONE DEVICE

Extension 8.5” (216 mm)

Max Projector 8.38 x 18 x 18.25”
Size (HxWxD) (213 x 457 x 464 mm)

Ceiling Opening 11.25 x 23 x 22.75”
(HxWxD) (286 x 584 x 578 mm)

Ceiling Closure 20.25 x 20.25” 
(WxD) (514 x 514 mm)

Roll/Pitch/Yaw ±2º, ±20º, ±5º

Weight Capacity 35 lbs (15.9 kg)

Color White

 SLB ■ Projector Interface Bracket 
 (required)

 IR10 ■ Infrared Remote Control

3

5

2

1

For a complete list of automated projector mount accessories 
see page 27.

4

22.81”
(579 mm)22.5”

(571 mm)

22.94”
(583 mm)

11.2”
(284 mm)

20.28”
(515 mm)

20.24”
(514 mm)

8.5”
(216 mm)

(Shown with SMA602, not included)

5
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AUTOMATED MOUNTS
 SL236™ ■ SMART-LIFT

EXTENDED TRAVEL
Requries only 11” (279 mm) of clearance above 
ceiling for 36” (91.4 mm) of downward travel 
with three stopping positions.

PRECISE POSITIONING
Vertical projector cradle adjustment and 
fore/aft, left/right projector positioning.

QUICK CONNECT/DISCONNECT
Convenient lamp and fi lter access on most 
projectors. Maintains registration even when 
disconnected.

MULTIPLE INSTALLATION OPTIONS
Mounting options include: Three 0.38” (10 mm) 
threaded rods with SMA651 accessory, 1-1/2” 
NPT threaded extension column with SMA601 
accessory, side mounting with built-in joist 
tabs, and by suspending with cables using the 
SMA651 accessory.

1

2

3

4

MULTIPLE CONTROL OPTIONS
Choose from single momentary push button, low voltage controller, 
and internal and external wiring options. Also accepts 5–30V AC/DC for 
triggering commands. AMX/Crestron control compatibility.

VOLTAGE OPTIONS
120V or 230V (for 230V order the SL236I), current draw of .75 amps

FLEXIBLE INSTALLATION
Independent roll, pitch and yaw

SHIPS FULLY ASSEMBLED

 SLB ■ Projector Interface Bracket 
 (required)

 IR10 ■ Infrared Remote Control

2

4

3

Extension 36” (914 mm)

Max Projector 9.25 x 20.5 x 22.75”
Size (HxWxD) (279 x 635 x 698 mm)

Ceiling Opening 25.5 x 28”
 (641 x 710 mm)

Ceiling Closure 24 x 24” 
 (610 x 610 mm)

Roll/Pitch/Yaw ±2º, ±15º, ±10º

Weight Capacity 35 lbs (15.9 kg)

Color White

25.12”
(638 mm)

Current: 9.26” (235 mm)
Max: 9.91” (252 mm)
Min: 7.78” (198 mm)

23.88”
(607 mm)

36”
(914 mm)

11.12”
(282 mm)

12.25”
(311 mm)

23.88”
(607 mm)

28.31”
(719 mm)

For a complete list of automated projector mount accessories
see page 27.

1
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WALL MOUNTS
 WM230AUS™ ■ SHORT THROW WALL MOUNT

LATERAL SHIFT
Dual stud design provides up to 10” (254 mm) of 
lateral shift for quick alignment.

PRECISION HEIGHT & LEVELING
Industry-fi rst micro height and leveling 
adjustment, ±3º. 

FAST INSTALLATION
Innovative quick-connect system.

VARIABLE EXTENSION OPTIONS
Telescoping extension and infi nite projector 
placement make it easy to achieve a picture 
perfect installation.

INTEGRATED CABLE MANAGEMENT
Fully internal cable management system 
conceals and protects cables for a clean fi nish. 

1

2

3

ABOUT WM230S
For use with RSA, RPA, RSMA and RPMA projector mounts. For a complete 
solution order the kit (WM230AUS™). Kit includes one short throw wall 
mount accessory plus one RSMAUS projector mount (see page 7).

OTHER PRODUCT OPTIONS

Extension 29.5 - 54.5”
 (74.9 - 138.4 cm)

Pitch ±3˚

Lateral Shift 10” (254 mm)

Dimensions 11.53 x 19.63 x 58.37”
(HxWxD) (29 x 50 x 148.3 cm)

Weight Capacity 25 lbs (11.3 kg)

Color Silver

 WMAL24 ■ 24” (610 mm) Lateral Shift 
 Accessory

For a complete list of projector mount accessories see page 18.

 WM210S™ /  WM210AUS™

Wall mount accessory / Kit
– Max. extension 12.75 - 19.5” (32.3 - 49.5 cm)
– Weight Cap. 50 lbs (22.7 kg)

 WM220S™ /  WM220AUS™

Wall mount accessory / Kit
– Max. extension 17.5 - 30.25” (44.4 - 76.8 cm)
– Weight Cap. 25 lbs (11.3 kg)

4

5

19.63”
(499 mm)

11.53”
(293 mm)

5.6”
(142 mm)

3.9”
(99 mm)

5.38”
(137 mm)

29.5-54.5” (75-138 cm)
Travel Distance

16”
(406 mm)

1

23

4

5

(Includes RSMA™ Mini Projector Mount)

http://www.chiefmfg.com/
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WALL MOUNTS
 WM130AUS™ ■ SHORT THROW WALL MOUNT

PRECISION HEIGHT & LEVELING
Industry-fi rst micro height and leveling
adjustment, ±3º. 

FAST INSTALLATION
Innovative quick-connect system.

VARIABLE EXTENSION OPTIONS
Telescoping extension and infi nite projector 
placement make it easy to achieve a picture 
perfect installation.

INTEGRATED CABLE MANAGEMENT
Fully internal cable management system 
conceals and protects cables for a clean fi nish. 

1

2

3

4

Extension 28 - 52.5”
 (71.1 - 133.3 cm)

Pitch ±3˚

Dimensions 14.17 x 7.27 x 56.37”
(HxWxD) (36 x 19 x 143.2 cm)

Weight Capacity 25 lbs (11.3 kg)

Color Silver

ABOUT WM130S
For use with RSA, RPA, RSMA and RPMA projector mounts. For a complete 
solution order the kit (WM130AUS™). Kit includes one short throw wall 
mount accessory plus one RSMAUS projector mount (see page 7).

OTHER PRODUCT OPTIONS

 WM110S™ /  WM110AUS
Wall mount accessory / Kit
– Max. extension 11.25 - 18” (28.6 - 45.7 cm)
– Weight Cap. 50 lbs (22.7 kg)

 WM120S™ /  WM120AUS
Wall mount accessory / Kit
– Max. extension 16 - 28.5” (40.6 - 72.4 cm)
–  Weight Cap. 25 lbs (11.3 kg)

14.17”
(360 mm)

7.27”
(185 mm)

5.27”
(134 mm)

7.27”
(185 mm)

2.5”
(64 mm)28-52.5” (71-133 cm)

Travel Distance

5.38”
(137 mm)

1 2

3

4

(Includes RSMA™ Mini Projector Mount)

MOUNTFINDER™ PRO

See MountFinder at www.chiefmfg.com for detailed 
mount compatibility. Search by MFG or Chief Model #.

http://www.chiefmfg.com/

