CEILING MOUNTS

CM2C40™ O 32-61" AUTOMATED CEILING LIFT

. FEATURES

0 AUTODRIVE™ SYSTEM
Ultra fast and quiet travel at over 2" (51 mm)
per second with preset viewing position.

o TELESCOPING DESIGN
Collapses to a stored height of 31" (790 mm)
with approximately 40" (101.6 cm) of travel.

e MULTIPLE CONTROL OPTIONS
Control options include: serial communication,
dry contact control, and IR remote (included).

e Q Q-LATCH® MOUNTING SYSTEM

Flat panel secures to mount with a latching
flag. Easy to connect/disconnect — no tools
needed!

o e CABLE MANAGEMENT

Unique cable management system allows

a cables to move freely with the lift.
. WHAT YOU NEED TO KNOW . SPECIFICATIONS

MULTIPLE CONTROL OPTIONS Extension 31-71" (79-180 cm)
AMX/Crestron control compatibility

Weight Capacity 190 lbs (86.2 kg)

VOLTAGE OPTIONS
120V or 230V (for 230V order the CM2C40l) Color Black

FLEXIBLE INSTALLATION
No width constraints
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0 CENTRIS® FINGERTIP TILT
Effortlessly adjust display using Centris
fingertip tilt technology. Screen angle stays
set until you decide to readjust.

o Q-LATCH® MOUNTING SYSTEM
Flat panel secures to mount with a latching
flag. Easy to connect/disconnect — no tools
needed!

€@ POSTINSTALLATION LEVELING
No tools needed. Ultra fast and easy screen
positioning with lock-down capability.

o PORTRAIT/LANDSCAPE CAPABILITY

Mounts in either portrait or landscape position.

© CABLE MANAGEMENT
Easily route cables through 1-1/2" NPT
extension column. Columns sold separately.

. SPECIFICATIONS

Roll +2°

Tilt -20°, +5°
Yaw 360°
Color Black

Weight Capacity 200 lbs (90.7 kg)

Xpress

. TECHNICAL DRAWINGS

CEILING MOUNTS

PCS™ 0 42 -71" SINGLE CEILING MOUNT

. WHAT YOU NEED TO KNOW

ORDERING OPTIONS
Available in custom or universal.

OTHER PRODUCT OPTIONS

PCM™

42 - 71" Single Ceiling Mount with Angled Column
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PDC™

42 - 71" Dual Ceiling Mount
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PAC251 = Universal Storage Accessory

For a complete list of flat panel mount accessories see page 83.
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CEILING MOUNTS
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MCS™ 0O 30-55" SINGLE CEILING MOUNT
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. FEATURES

0 CENTRIS® FINGERTIP TILT
Effortlessly adjust display using Centris
fingertip tilt technology. Screen angle stays
set until you decide to readjust.

e Q-LATCH® MOUNTING SYSTEM
Flat panel secures to mount with a latching
flag. Easy to connect/disconnect — no
tools needed!

e POST-INSTALLATION LEVELING
No tools needed. Ultra fast and easy screen
positioning with lock down capability.

o PORTRAIT/LANDSCAPE CAPABILITY

Mounts in either portrait or landscape position.

© CABLE MANAGEMENT
Easily route cables through 1-1/2" NPT
extension column.

. WHAT YOU NEED TO KNOW . SPECIFICATIONS

ORDERING OPTIONS Roll +2°
Available in custom or universal.

Tilt -20°, +5°
OTHER PRODUCT OPTIONS Yaw 360°

— Color Black

30 - 50” Dual Ceiling Mount Weight Capacity 125 Ibs (56.7 kg)

Xpress

. RECOMMENDED ACCESSORIES . TECHNICAL DRAWINGS
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For a complete list of flat panel mount accessories see page 83. (258 mm)
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0 CENTRIS® FINGERTIP TILT
Provides smooth fingertip tilt in all directions
using the screen’s center of gravity. Screen
angle stays set until you decide to readjust.

o POST-INSTALLATION LEVELING
No tools needed. Ultra fast and easy screen
positioning with lock-down capability.

@ CABLE MANAGEMENT
Easily route cables through 1-1/2" NPT
extension column.

PORTRAIT/LANDSCAPE CAPABILITY
Mounts in either portrait or landscape position.

CEILING MOUNTS
JHS™ 0 26 - 45"SINGLE CEILING MOUNT

(Extension column and ceiling plate are required and must be ordered separately to fit your
specific installation requirements.)

. SPECIFICATIONS . WHAT YOU NEED TO KNOW

Roll +2° ORDERING OPTIONS
Available in custom and universal.
Tilt +15°
i e JHSV = VESA 100 x 100 mm, 200 x 100 mm, 200 x 200 mm
Yaw 360 and 400 x 200 mm patterns
Color Black, Silver e JHSxxxx = Custom (see MountFinder™ Pro at www.chiefmfg.com)
Weight Capacity 75 Ibs (34 kg)

Xpress

e JHSU = VESA patterns up to 400 x 400 mm

. TECHNICAL DRAWINGS . RECOMMENDED ACCESSORIES
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For a complete list of flat panel mount accessories see page 83.
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CEILING MOUNTS

FHS™ 0 12 - 23" SINGLE CEILING MOUNT

. FEATURES

6 CENTRIS® FINGERTIP TILT
Provides smooth fingertip tilt in all directions
using the screen’s center of gravity. Screen
angle stays set until you decide to readjust.

€@ POSTINSTALLATION LEVELING
No tools needed. Ultra fast and easy screen

0 positioning with lock-down capability.

PORTRAIT/LANDSCAPE CAPABILITY
Mounts in either portrait or landscape position.

~ I

CABLE MANAGEMENT
Easily route cables through 1-1/2" NPT
extension column.

2
(1)

(Extension column and ceiling plate are required and must be ordered separately to fit your
specific installation requirements.)

. WHAT YOU NEED TO KNOW . SPECIFICATIONS

ORDERING OPTIONS Roll 360°
Available in custom or universal.

Tilt +15°
OTHER PRODUCT OPTIONS Vo oo
FHP18110™ Color Black, Silver
Ceiling Mount with 12 - 18" (30 - 46 cm) Extension Weight Capacity 40 Ibs (18.1 kg)

and Ceiling Plate

Xpress

FHP110™
Ceiling Mount with 24 - 46" (61 - 117 cm) Extension
and Ceiling Plate
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. RECOMMENDED ACCESSORIES . TECHNICAL DRAWINGS
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