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 XSM™ ■ 55 - 75” MICRO-ADJUSTABLE MOUNT

CONTROLZONE™ LEVELING
Industry-fi rst feature allows post-installation 
fi ne tuning of height and leveling, up to 0.5” 
adjustment up or down.

CENTERLESS™ SHIFT
Provides up to 23.5” of post-installation lateral 
shift – 11.75” left/right of uprights.

CLICKCONNECT®

Hear an audible click when the screen safely 
engages with the mount. A built-in cable stand 
provides easy access under the screen. 

CUSTOMIZABLE ACCESSORY SYSTEM
A full line of supporting accessories can be 
integrated with the mount, extending the same 
adjustment benefi ts to the entire confi guration. 

MULTIPLE INSTALLATION OPTIONS
Can be installed on 24” on-centers up to 48”. 
For 16” on-centers, span 3 studs.
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Depth from Wall 1.96” (50 mm)

Max Lateral Shift 23.5” (597 mm)

Dimensions 16.5” x 48.44” x 1.96”
(HxWxD) (41.9 x 123 x 5 cm)

Max Mounting 25.98” (660 mm), height
Pattern 48.23” (1225 mm), width

Weight Capacity 250 lbs (113 kg)

Color Black

For a complete list of FUSION mount accessories see page 87.

 FLR100 ■ Left/Right Speaker Adapters

 FCC100 ■ Center Channel Speaker
 Adapters

 FCS100 ■  Single Component Shelf
- below 

5

1

4

 PSH2000™

Heavy-Duty, Fixed Wall Mount
– For fl at panels over 65” up to 250 lbs (113.4 kg)

ORDERING OPTIONS
Available in custom or universal.

OTHER PRODUCT OPTIONS

5

 PSMH™

Heavy-Duty, Custom Fixed Wall Mount
– For fl at panels over 60”, weight cap. varies per custom model

2 3

1”
(25.4 mm)

1.51”
(38.4 mm)

48.44”
(123 mm)

15.1”
(383 mm)

1.96”
(50 mm)

FUSION SERIES
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 LSTU™ ■ 37 - 63” THINSTALL™ MOUNT

ULTRA-LOW PROFILE
The LSTU is specially designed to complement 
today’s thinnest fl at panel TVs.

EXCLUSIVE GLIDE LOCK™ LATCH
Tool-less locking feature saves time and
effectively secures fl at panel to wall mount.

CABLE MANAGEMENT
Unique cable kickstand allows easy cable
access when needed.

LATERAL SHIFT
Provides lateral shift for increased fl exibility.
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Depth from Wall 0.39” (10 mm)

Max Mounting 19.7” (500 mm), height
Pattern 31.5” (800 mm), width

Max Screen 5.0”
Thickness (127 mm)

Color Black

Weight Capacity 125 lbs (57 kg)

For a complete list of fl at panel mount accessories see page 83.

 PAC520 ■ Multiple Option New 
     Construction Pre-Wire Box

 MSTU™

Universal, Medium Thinstall Fixed Wall Mount

ORDERING OPTIONS
Available in universal. For best cable management results, use in-wall
accessories. See recommended accessories below.

OTHER PRODUCT OPTIONS

 PAC521P ■ In-Wall Box with Power
 Outlet Conditioner
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24.71”
(628 mm)

16”
(406 mm)

0.39”
(10 mm)

35.7”
(906 mm)
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 LSM™ ■ 37 - 63” MICRO-ADJUSTABLE MOUNT

CONTROLZONE™ LEVELING
Industry-fi rst feature allows post-installation 
fi ne tuning of height and leveling. 

CENTERLESS™ SHIFT
Provides up to 17.5” of post-installation lateral 
shift – 8.75” left/right of uprights – for limitless 
centering capabilities.

CLICKCONNECT®

Hear an audible click when the screen safely 
engages with the mount. A built-in cable stand 
provides easy access under the screen. 

CUSTOMIZABLE ACCESSORY SYSTEM
A full line of supporting accessories can be 
integrated with the mount, extending the same 
adjustment benefi ts to the entire confi guration.

MULTIPLE INSTALLATION OPTIONS
Can be installed on 12” on-centers up to 32”.

1

2

3

Depth from Wall 1.96” (50 mm)

Max Lateral Shift 17.5” (445 mm)

Dimensions 16.5” x 34.44” x 1.96”
(HxWxD) (419 x 875 x 50 mm)

Max Mounting 19.88” (505 mm), height
Pattern 34.25” (870 mm), width

Weight Capacity 200 lbs (90.7 kg)

Color Black

For a complete list of FUSION mount accessories see page 87.

 FVS250 ■ 12” Video Conferencing 
 Shelf - above

 FCS100 ■  Single Component Shelf
- below 

 FLR100 ■ Left/Right Speaker Adapter

3
4

5

1

ORDERING OPTIONS
Available in custom or universal.

MULTIPLE INSTALLATION OPTIONS
Can be installed on 12” on-centers up to 32”.

OTHER PRODUCT OPTIONS

 PST™

Fixed Wall Mount
– For fl at panels 42 - 63”+
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34.44”
(875 mm)

15.1”
(383 mm)

21.3”
(540 mm)

16.52”
(420 mm)

1”
(25.4 mm) 1.52”

(38.5 mm)
1.96”

(50 mm)
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 LSA™ ■ 37 - 63” WALL MOUNT

CENTERLESS™ SHIFT
Provides up to 17.5” of post-installation lateral 
shift – 8.75” left/right of uprights – for limitless 
centering capabilities.

CLICKCONNECT®

Hear an audible click when the screen safely 
engages with the mount. A built-in cable stand 
provides easy access under the screen. 

CUSTOMIZABLE ACCESSORY SYSTEM
A full line of supporting accessories can be 
integrated with the mount, extending the same 
adjustment benefi ts to the entire confi guration. 

MULTIPLE INSTALLATION OPTIONS
Can be installed on 12” on-centers up to 32”.
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Depth from Wall 1.96” (50 mm)

Max Lateral Shift 17.5” (445 mm)

Dimensions 13.2” x 34.44” x 1.96”
(HxWxD) (335 x 875 x 50 mm)

Max Mounting 19.88” (505 mm), height
Pattern 34.25” (870 mm), width

Weight Capacity 200 lbs (90.7 kg)

Color Black

For a complete list of FUSION mount accessories see page 87.

 FVS150 ■ 12” Video Conferencing
 Shelf - below
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 RLF1™

Fixed Rail Wall Mount
 – For fl at panels 30 - 60”

ORDERING OPTIONS
Available in custom or universal.

MULTIPLE INSTALLATION OPTIONS
Can be installed on 12” on-centers up to 32”.

OTHER PRODUCT OPTIONS

2
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 FCS100 ■  Single Component Shelf
- below 

 FLR100 ■ Left/Right Speaker Adapter

1.96”
(50 mm)

13.23”
(336 mm)

34.55”
(878 mm)

12”

1”
(25.4 mm)

1.52”
(38.5 mm)

21.28”
(540 mm)
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1.52”
(38.5 mm)

 MSM™ ■ 26 - 47” MICRO-ADJUSTABLE MOUNT

CONTROLZONE™ LEVELING
Industry-fi rst feature allows post-installation 
fi ne tuning of height and leveling. 

CENTERLESS™ SHIFT
Provides up to 14.5” of post-installation lateral 
shift – 7.25” left/right of uprights – for limitless 
centering capabilities.

CLICKCONNECT®

Hear an audible click when the screen safely 
engages with the mount. A built-in cable stand 
provides easy access under the screen. 

CUSTOMIZABLE ACCESSORY SYSTEM
A full line of supporting accessories can be 
integrated with the mount, extending the same 
adjustment benefi ts to the entire confi guration.

MULTIPLE INSTALLATION OPTIONS
Installation options include: single- or dual-
stud mounting on 16” centers.

1

2

3

Depth from Wall 1.96” (50 mm)

Max Lateral Shift 14.5” (368 mm)

Dimensions 16.53” x 25.44” x 1.96”
(HxWxD) (420 x 646 x 50 mm)

Max Mounting 15.75” (400 mm), height
Pattern 25.2” (640 mm), width

Weight Capacity 75 lbs (34 kg), single stud
 125 lbs (57 kg), dual stud

Color Black

For a complete list of FUSION mount accessories see page 87.
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ORDERING OPTIONS
Available in custom and universal.

OTHER PRODUCT OPTIONS
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 MSRU™

Universal Fixed Wall Mount
– For fl at panels up to 50”

 FCA100 ■ CAT 5/Surge CPU Adapter

 FCS100 ■  Single Component Shelf
- below 

 FVS250 ■  12” Video Conferencing Shelf
- above 

25.54”
(649 mm)

18.8”
(477 mm)

16”
(406.4 mm)

15.1”
(383 mm)

16.78”
(426 mm)

16.53”
(420 mm)

1.96”
(50 mm)
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16.8”
(426 mm)

1.96”
(50 mm)

 RMF1™

Fixed Rail Wall Mount
– For fl at panels up to 40”

1.52”
(38.5 mm)

ORDERING OPTIONS
Available in custom and universal.

OTHER PRODUCT OPTIONS

 MSA™ ■ 26 - 47” WALL MOUNT

CENTERLESS™ SHIFT
Provides up to 14.5” of post-installation lateral 
shift – 7.25” left/right of uprights – for limitless 
centering capabilities.

CLICKCONNECT®

Hear an audible click when the screen safely 
engages with the mount. A built-in cable stand 
provides easy access under the screen. 

CUSTOMIZABLE ACCESSORY SYSTEM
A full line of supporting accessories can be 
integrated with the mount, extending the same 
adjustment benefi ts to the entire confi guration. 

MULTIPLE INSTALLATION OPTIONS
Installation options include: single- or dual-
stud mounting on 16” centers.
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3

Depth from Wall 1.96” (50 mm)

Max Lateral Shift 14.5” (368 mm)

Dimensions 13.5” x 25.44” x 1.96”
(HxWxD) (343 x 646 x 50 mm)

Max Mounting 15.75” (400 mm), height
Pattern 25.2” (640 mm), width

Weight Capacity 75 lbs (34 kg), single stud
 125 lbs (57 kg), dual stud

Color Black

For a complete list of FUSION mount accessories see page 87.

 FVS250 ■  12” Video Conferencing Shelf
- above
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 FCS100 ■  Single Component Shelf
- below 

11”
(279.4 mm)

25.48”
(647.2 mm)

18.75”
(476.2 mm)

12”
(305 mm)

16”
(406.4 mm)

FUSION SERIES

 FCC100 ■ Center Channel Speaker
 Adapters
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 FSR™ ■ 10 - 32” WALL MOUNT

Q-LATCH® MOUNTING SYSTEM
Flat panel secures to mount with a latching 
fl ag. Easy to connect/disconnect – no tools 
needed! Protect display by adding a padlock.

INTEGRATED LATERAL SHIFT
Reposition mount 0.5” (13 mm) left or
right after installation for ultimate
positioning fl exibility.

1

2

Depth from Wall* 0.75” (19 mm)

Lateral Shift 0.5” (13 mm) Left/Right

Mounting Options Single Stud, Drywall

Dimensions* 7” x 6” x .75”
(HxWxD) (178 x 152 x 19 mm)

Color Black

Weight Capacity 45 lbs (20.5 kg), stud
 30 lbs (13.6 kg), drywall

1

2

ORDERING OPTIONS
Available in custom and universal.

• FSRV = VESA 75 x 75 mm, 100 x 100 mm and 200 x 100 mm patterns

• FSR4100 = VESA 75 x 75 mm and 100 x 100 mm patterns

MULTIPLE INSTALLATION OPTIONS
Can be installed on a single stud or drywall.

6”
(152 mm)

.75”
(19 mm)

7”
(178 mm)

6.25”
(159 mm)

.54”
(14 mm)

* Dimensions don’t include interface bracket

 PX2W ■ Power Outlet Conditioner

For a complete list of fl at panel mount accessories see page 83.
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