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5.54”
(141 mm)

 PIWRF™ ■ IN-WALL SWING ARM

LIMITLESS CENTERING
Center fl at panel at any position on wall 
between 16” center studs without cutting 
studs. No header/footer necessary!

LOW PROFILE
Designed to ensure mount remains concealed 
behind the screen.

CENTRIS® FINGERTIP TILT
Low-profi le design uses the center of gravity 
to achieve smooth fi ngertip tilt. Screen angle 
stays set until you decide to readjust.

Q-LATCH® MOUNTING SYSTEM
Flat panel secures to mount with a latching 
fl ag. Easy to connect/disconnect without tools!

HEIGHT ADJUSTMENT
Adjust height up to 1” (25 mm) after mount is 
installed for ultimate fl exibility.
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ORDERING INFORMATION
The PIWRF kit includes in-wall box with integrated swing arm – no other 
parts necessary. Available in universal or custom: 

• UNIVERSAL: Order PIWRFUB 

• CUSTOM: Order PIWRF2000B + PSBxxxx 
See MountFinder™ PRO on www.chiefmfg.com for custom PSB 
model numbers.

For 30 - 50” screens see MIWRF™ on page 46.

* Dimensions don’t include interface bracket

Roll ±2˚

Tilt -15˚, +2º

Swivel 40˚ Left/Right

Extension 15” (381 mm)

Height Adjust  ±1” (25 mm)

Dimensions* 22.82” x 20.34” x 5.54”
(HxWxD) (580 x 518 x 142 mm)

Color Black

Weight Capacity 200 lbs (90.7 kg)
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 PACCC1 ■ Center Channel 
 Speaker Adapter

 PACLR1 ■ Left/Right Speaker Adapter 22.82”
(580 mm)

19.01”
(483 mm)

20.34”
(517 mm)

11.53”
(293 mm)*

*Allows ±1” height adjustment

20.03”
(509 mm)

20.58”
(523 mm)

42–71” Flat Panels

For a complete list of fl at panel mount accessories see page 83.
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 PAC400 ■ 90º Rotation Adapter
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 PAC501™ &  PNRIW™ ■ IN-WALL BOX & SWING ARM 

LOW PROFILE
Designed to ensure mount remains concealed 
behind the screen.

SMOOTH EXTENSION
Contoured swing arms are designed for 
effortless extension up to 22.4”(569 mm).

CENTRIS® FINGERTIP TILT
Select the perfect tension for your screen’s center 
of gravity to achieve smooth fi ngertip tilt. Screen 
angle stays set until you decide to readjust.

Q-LATCH® MOUNTING SYSTEM
Flat panel secures to mount with a latching 
fl ag. Easy to connect/disconnect – no tools 
needed!
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Roll ±2˚

Tilt  -15˚, +5º

Swivel* 76.5˚ Left/Right

Extension Range .62” - 22.4” (16 - 569 mm)

Box Dimensions 20” x 30” x 3.63”
(HxWxD) (508 x 762 x 92 mm)

Color Black

Weight Capacity 200 lbs (90.7 kg)

For a complete list of fl at panel mount accessories see page 83.

 PACHFK1 ■ Header/Footer Kit

 PACCC1 ■ Center Channel 
 Speaker Adapter

 PACPC1 ■ Power Filter

2
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ORDERING INFORMATION
PAC501 and PNRIW must be ordered separately. Available in universal 
or custom: 

• UNIVERSAL: Order PAC501 and  PNRIWUB

• CUSTOM: Order PAC501, PNRIW2000B + PSBxxxx 
See MountFinder™ PRO on www.chiefmfg.com for custom PSB 
model numbers.

STEP-BY-STEP INSTALLATION: PACHFK1™ HEADER/FOOTER KIT

20”
(508 mm)

30”
(762 mm)

C/L of 14”
Mounting 

Pattern

0.62”
(16 mm)

3.63”
(92 mm)

42–71” Flat Panels

3

* With 42” fl at panel. Swivel range varies with screen size.
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 MIWRF™ ■ IN-WALL SWING ARM 

LIMITLESS CENTERING
Center fl at panel at any position on wall 
between 16” center studs without cutting 
studs. No header/footer necessary!

LOW PROFILE
Designed to ensure mount remains concealed 
behind the screen.

CENTRIS® FINGERTIP TILT
Low-profi le design uses the center of gravity 
to achieve smooth fi ngertip tilt. Screen angle 
stays set until you decide to readjust.

Q-LATCH® MOUNTING SYSTEM
Flat panel secures to mount with a latching 
fl ag. Easy to connect/disconnect without tools!

HEIGHT ADJUSTMENT
Adjust height up to 1” (25 mm) after mount is 
installed for ultimate fl exibility.
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* Dimensions don’t include interface bracket

Roll ±2˚

Tilt -15˚, +2º

Swivel 37˚ Left/Right 

Extension 9.9” (251 mm)

Height Adjust ±1” (25 mm)

Dimensions* 17.2” x 20.34” x 5.58”
(HxWxD) (437 x 517 x 142 mm)

Color Black

Weight Capacity 125 lbs (56.7 kg)
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30–50” Flat Panels

ORDERING INFORMATION
The MIWRF kit includes in-wall box with integrated swing arm – no other 
parts necessary. Available in universal or custom: 

• UNIVERSAL: Order MIWRFUB 

• CUSTOM: Order MIWRF6000B + MSB6xxx 
See MountFinder™ PRO on www.chiefmfg.com for custom MSB 
model numbers.

For 42 - 71” screens see PIWRF™ on page 44.

For a complete list of fl at panel mount accessories see page 83.

  PACHFK1 ■ Header/Footer Kit

 PACCC1 ■ Center Channel 
 Speaker Adapter

 PACLR1 ■ Left/Right Speaker Adapter

3

*Allows ±1” height adjustment

17.2”
(437 mm)

13.38”
(340 mm)

20.34”
(517 mm)

8.95”
(227 mm)*

14.38”
(365 mm)

14.96”
(380 mm)
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 PAC501™ &  MWRIW™ ■ IN-WALL BOX & SWING ARM

LOW PROFILE
Designed to ensure mount remains concealed 
behind the screen.

SMOOTH EXTENSION
Contoured swing arms are designed for 
effortless extension up to 22”(559 mm).

CENTRIS® FINGERTIP TILT
Effortlessly adjust display using Centris
fi ngertip tilt technology. Screen angle stays
set until you decide to readjust.

Q-LATCH® MOUNTING SYSTEM
Flat panel secures to mount with a latching 
fl ag. Easy to connect/disconnect – no tools 
needed!
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Roll ±2˚

Tilt -15˚, +5º

Swivel* 60˚ Left/Right

Extension Range 0.5” - 22” (13 - 559 mm)

Box Dimensions 20” x 30” x 3.63”
(HxWxD) (508 x 762 x 92 mm)

Color Black

Weight Capacity 125 lbs (56.7 kg)

30–50” Flat Panels
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 PAC501™ &  PWRIW™

In-Wall Box Accessory and Swing Arm Mount

ORDERING INFORMATION
PAC501 and MWRIW must be ordered separately. Available in universal 
or custom: 

• UNIVERSAL: Order PAC501 and  MWRIWUB

• CUSTOM: Order PAC501, MWRIW6000B + PSBxxxx 
See MountFinder™ PRO on www.chiefmfg.com for custom PSB 
model numbers. 

OTHER PRODUCT OPTIONS

For a complete list of fl at panel mount accessories see page 83.

 PACHFK1 ■ Header/Footer Kit

 PACCC1 ■ Center Channel 
  Speaker Adapter

 PACPC1 ■ Power Filter

0.5”
(12 mm)

3.63”
(92 mm)

30”
(762 mm)

15”
(381 mm)

20”
(508 mm)

10”
(254 mm)

3

* With 42” fl at panel. Swivel range varies with screen size.
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 MAC501™ &  JWDIW™ ■ IN-WALL BOX & SWING ARM

LOW PROFILE
Designed to ensure mount remains concealed 
behind the screen.

CENTRIS® FINGERTIP TILT
PATENTED FEATURE
Provides smooth fi ngertip tilt in all directions 
using the screen’s center of gravity. Screen 
angle stays set until you decide to readjust.

EASY INSTALLATION
Center fl at panel at any position on wall 
between 16” center studs without cutting 
studs. No header/footer necessary!

SMOOTH EXTENSION
Extends up to 21.2” (538 mm) to achieve ideal
viewing angle.
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ORDERING INFORMATION
MAC501 and JWDIW must be ordered separately. Available in universal 
or custom: 

• UNIVERSAL: Order MAC501 and JWDIWUB  (up to 400 x 400 mm) or 
JWDIWVB (100 x 100 mm, 200 x 100 mm, 200 x 200 mm, 300 x 200 mm, 
400 x 200 mm)

• CUSTOM: Order MAC501, JWDIW210B + MSBxxxx 
See MountFinder™ PRO on www.chiefmfg.com for custom MSB 
model numbers. 

Roll ±5˚

Tilt ±15˚

Swivel* 90˚ Left/Right

Extension 21.2” (538 mm) 

Box Dimensions 14.5” x 14.5” x 4.2”
(HxWxD) (368 x 368 x 107 mm)

Color Black

Weight Capacity 75 lbs (34 kg)
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 PACPC1 ■ Power Filter

26–40” LCDs

2

14.5”
(368 mm)

14.5”
(368 mm)

5”
(127 mm)

4.2”
(107 mm)
Retracted

9.88”
(251 mm)

4

* With 30” fl at panel. Swivel range varies with screen size.

For a complete list of fl at panel mount accessories see page 83.

http://www.chiefmfg.com/
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 FAC501™ &  FWDIW™ ■ IN-WALL BOX & SWING ARM 

LOW PROFILE
Designed to ensure mount remains concealed 
behind the screen.

CENTRIS® FINGERTIP TILT
PATENTED FEATURE
Provides smooth fi ngertip tilt in all directions 
using the screen’s center of gravity. Screen 
angle stays set until you decide to readjust.

EASY INSTALLATION
Center fl at panel at any position on wall
between 16” center studs without cutting 
studs. No header/footer necessary!

SMOOTH EXTENSION
Extends up to 17.2” (437 mm) to achieve ideal
viewing angle.
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Roll 360˚

Tilt ±15˚

Swivel* 90˚ Left/Right

Extension 17.2” (437 mm) 

Dimensions 10.5” x 14.5” x 4.2”
(HxWxD) (268 x 368 x 107 mm)

Color Black

Weight Capacity 40 lbs (18.1 kg)

 PACPC1 ■ Power Filter 
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3

1

20–26” LCDs

2

ORDERING INFORMATION
FAC501 and FWDIW must be ordered separately. Available in universal 
or custom: 

• UNIVERSAL: Order FAC501 and FWDIWVB 
Compatible with VESA 75 x 75 mm and 100 x 100 mm. Also includes 
200 x 100 mm interface.

• CUSTOM: Order FAC501, FWDIW110B + FSBxxxx 
See MountFinder™ PRO on www.chiefmfg.com for custom FSB 
model numbers. 

10.5”
(268 mm) 8.08”

(205 mm)

4.2”
(107 mm)

 Retracted

14.5”
(368 mm)

7.38”
(187 mm)

7.38”
(187 mm)

* With 24” fl at panel. Swivel range varies with screen size.

For a complete list of fl at panel mount accessories see page 83.
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