
Clarity Margay II 70"
Rear Projection Video Wall Displays

The Clarity™ Margay II 70" rear projection video wall

display incorporates state-of-the art DLP® technology

to create stunning HD video performance, impressive

vibrant color and high brightness. The Clarity Margay

II provides superior video wall performance with 1920

x 1080p resolution and Planar's BrilliantColor®

technology in a slim profile for space-constrained

control rooms.Clarity Margay II's design enable ease

of service and maintenance, resulting in an overall

lower cost-of-ownership and making Clarity Margay II

an attractive seamless video wall solution.

SPECIFICATION DETAIL

Diagonal 70"

Screen Dimensions (W x H
x D)

61.0" (154.9 cm) x 34.3" (87.1 cm) x 3.6" (9.2 cm)

Cabinet Dimensions with
Screen (W X D x H)

61.0" (154.9 cm) x 41.6" (105.6 cm) x 25.4 (64.6 cm)

Display Weight 165 lbs/74.8 kg

Brightness (PrecisionView
2 Screen (PV2))

220 cd/m2

Brightness Light Output 640 ANSI Lumens

Resolution Full HD 1080p (1920 x 1080)

Aspect Ratio 16:9

Imaging Technology DLP Smooth Picture™ with BrilliantColor™ Technology

Overscan +/- 4%

Lamp System Single lamp

Lamp Wattage 132 watts

Lamp life (median) 10,000 Hrs (Lamp manufacturer specification at IEC 61947-1 test conditions)

Screen Type Precision View-2 (PV2)

Full viewing angle 180°

Border (typical) 0

Screen gap (typical) < 0.7 mm image to image



Auto color and brightness
balancing

Optional SiFi™ ACB

Brightness uniformity
(w/correction)

> 90%

Contrast Ratio 2000:1

Power Consumption (typ) 170 W typical

Operating temperature
range

10-35°C

Operating humidity range 20 to 80% non-condensing

Serviceability Full Front and Rear Access

Colors 16.7 million

Color Gamut > 77% NTSC, 105% EBU

Safety regulations FCC Class A, EN55022/CISPR22, ICES-003, CNS 13438, EN55024, EN60950,
RoHS

Maximum Stacking 6 (Consult Planar for additional rows. Video walls stacked 3 high or taller should
be tied back)

Inputs VGA to FHD (1920x1080 @ 60Hz); Analog: D-Sub 15 pin connector with loop
through; Digital: DVI-D with loop through; Video: SDI, Composite, S-Video,
Component-HD (all w/loop through)

Control WallNet, RS-232, IR remote control

For more information, please visit www.planar.com
Specifications are subject to change without notice.
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Planar's Clarity™ LED3 Series is a complete line of LED-illuminated rear projection video wall displays that deliver industry-leading 
power-efficient performance and long life. Designed to fully exploit the latest generation LEDs, the Clarity LED3 Series can maintain 
a wide range of brightness levels at optimized power levels and long illumination lifetimes.  

Designed for energy efficiency, the Clarity LED3 Series also delivers outstanding brightness up to 800+ nits, illumination life up to 
100,000 hours and high reliability for every watt of power consumed. Planar’s proprietary SiFi3 technology ensures every display 
in the video wall operates at a user-defined power or brightness level over the lifetime of the video wall; all while delivering 
crisp, clear, color and brightness balanced images.  The Clarity LED3 Series is engineered for quiet, worry-free operation and low 
cost-of-ownership.

Low Power.  Long Life.  High Brightness.

Clarity LED3 Series
REAR PROJECTION VIDEO WALL



LOWER TCO VIA ENERGY EFFICIENCY

High Luminance Per Watt

How many nits of brightness is produced for every 
watt of power consumed?  The Clarity LED3 Series is 
extremely efficient producing the most nits/watt in the 
industry--20% to 80% more. That means images with more 
than sufficient brightness operate at lower power levels. 
 
Lower Operational Overhead

Throughout the life of a rear projection video wall, operating costs 
add up.  With the power efficient Clarity LED3 Series:

�� Part replacement cost is lower because parts last longer

�� Electricity costs are lower through lower display power  
demand and lower room cooling costs

�� Less man hours are required to maintain the video wall 

Lower Ambient Noise

An additional benefit of power efficiency is reduction of heat and 
noise.  A power efficient Clarity LED3 Series, means fewer fans and 
slower running fans can effectively dissipate what heat is produced, 
resulting in very quiet operation and fewer moving parts.

High Reliability

It is well understood that excessive heat has a negative effect on 
electronic components.  By lowering the display’s internal ambient 
heat, it ensures consistent, reliable and long lasting video wall 
performance so you can be concerned about what’s on the video 
wall and not what’s inside the video wall.

Long Illumination Lifetime

Illumination systems are the most important element of rear 
projection displays. The Clarity LED3 Series provides industry- 
leading illumination lifetime up to 100,000 hours in Eco mode.  And 
since the Clarity LED3 Series is brighter, Eco mode is sufficiently 
bright for most all environments.

Control room video walls are often intended to operate around the clock for years and 
over those years, small savings each day accumulate to a significant amount. The Clarity 
LED3 Series employs energy efficient technology to lower total cost of ownership.  

High Luminance 
per Watt

Long Life Low operational 
overhead

Low ambient  
noise

High reliability
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