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Dealer

AS Loudspeakers

Berlin 6040, Install Model
500w full-range 2 way passive weatherproof loudspeaker.  60x40˚ coverage pattern.  Stainless T-nuts for flying, 
yoke and bracket mounting.
WEIGHT: 88 lbs,   VOLUME: 6.9 Ft3.

Berlin 6040, Tour Model
500w full-range 2 way passive weatherproof loudspeaker.  60x40˚ coverage pattern.  Stainless T-nuts for flying, 
yoke and bracket mounting.
WEIGHT: 88 lbs,   VOLUME: 6.9 Ft3.

Berlin 9040, Install Model
500w full-range 2 way passive weatherproof loudspeaker.  90x40˚ coverage pattern.  Stainless T-nuts for flying, 
yoke and bracket mounting.
WEIGHT: 88 lbs,   VOLUME: 6.9 Ft3.

Berlin 9040, Tour Model
500w full-range 2 way passive weatherproof loudspeaker.  90x40˚ coverage pattern.  Stainless T-nuts for flying, 
yoke and bracket mounting.  Features two spring loaded handles for carrying and a gasketed lid.
WEIGHT: 88 lbs,   VOLUME: 6.9 Ft3.

Berlin, Install Model
Weatherproof 2-way full-range 500 watt loudspeaker with a Mil-Spec polymer cabinet, Weather-Tech™ grill system, 16 x 3/8-16
flypoints, 4 x 3/8-16 threaded inserts for bracket mounting,  2 x 3/8-16 threaded inserts for Yoke mounting, 2 x Neutrik 4MP 
connectors, 1 x 2” compression driver, 1 x 15” LF driver. Black.
WEIGHT: 88 lbs,   VOLUME: 6.9 Ft3.

Berlin, Tour Model
Weatherproof 2-way full-range 500 watt loudspeaker with a Mil-Spec polymer cabinet, WeatherTech™ grill system, touring lid,
2 x handles (top and bottom), 16 x 3/8-16 flypoints, 4 x 3/8-16 threaded grill system, touring lid, 2 x handles (top and bottom), 
16 x 3/8-16 flypoints, 4 x 3/8-16 threaded inserts for bracket mounting, 2 x 3/8-16 threaded inserts for Yoke mounting, 2 x 
Neutrik 4MP connectors, 1 x 2” compression driver, 1 x 15” LF inserts for bracket mounting, 2 x Neutrik 4MP connectors, 1 x 2”
compression driver, 1 x 15” LF driver. Black

WEIGHT: 95 lbs,   VOLUME: 6.9 Ft3.

Chicago 15/12, Install Model
Weatherproof 800 watt subwoofer with a Mil-Spec polymer cabinet, WeatherTech™ grill system, 2 x Neutrik 4MP connectors, 1
x 12” MF driver, 1 x 15” LF driver. Black

WEIGHT: 83 lbs,   VOLUME: 6.9 Ft3.

Chicago 15/12, Tour Model
Weatherproof 800 watt subwoofer with a Mil-Spec polymer cabinet, WeatherTech™ grill system, touring lid, 2 x handles (top 
and bottom), 16 x 3/8-16 flypoints, 4 x 3/8-16 threaded inserts for bracket mounting, 2 x Neutrik 4MP connectors, 1 x 12” MF 
driver, 1 x 15” LF driver. Black

WEIGHT: 94 lbs,   VOLUME: 6.9 Ft3.
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Noho C, Install
Weatherproof 2-way full-range 430 watt loudspeaker with a Mil-Spec polymer cabinet, WeatherTech™ grill system, 8 x 1/4-20 
T-nut flypoints, 4 x 5/16 T-nuts for bracket mounting, 2 x 3/8-16 threaded inserts for Yoke mounting, 2 x Neutrik 4MP 
connectors, 1 x 12”/1” coaxial driver. Black

WEIGHT: 48 lbs,   VOLUME: 2.9 Ft3.

Noho C, Tour Model
Weatherproof 2-way full-range 430 watt loudspeaker with a Mil-Spec polymer cabinet, WeatherTech™ grill system, touring lid,
2 x handles (top and bottom), 8 x 1/4-20 T-nut flypoints, 4 x 5/16 T-nuts for bracket mounting, 2 x Neutrik 4MP connectors, 1 x
12”/1” coaxial driver. Black

WEIGHT: 53 lbs,   VOLUME: 2.9 Ft3.

Oslo 18 Subwoofer
High-powered, single 18” subwoofer.   Dual flared ports.  Fully weatherproof, rugged cast polyethylene enclosure.
Stainless steel internal bracing rods.  Power handling 1200 Watts continuous, max SPL 133 db.  Stainless steel 
grill system.
WEIGHT: 82 lbs,   VOLUME: 6.9 Ft3.

Soho 12, Install Model
Weatherproof 275 watt subwoofer with a Mil-Spec polymer cabinet, WeatherTech™ grill system, 8 x 1/4-20 T-nut flypoints, 4 x
5/16 T-nuts for bracket mounting, 2 x Neutrik 4MPconnectors, internal crossover network, 1 x 12” LF driver. Black

WEIGHT: 45 lbs,   VOLUME: 2.9 Ft3.

Soho 12, Tour Model
Weatherproof 275 watt subwoofer with a Mil-Spec polymer cabinet, WeatherTech™ grill system, touring lid, 2 x handles (top 
and bottom), 8 x 1/4-20 T-nut flypoints, 4 x 5/16 T-nuts for bracket mounting, 2 x Neutrik 4MP connectors, internal crossover 
network, 1 x 12” LF driver. Black

WEIGHT: 45 lbs,   VOLUME: 2.9 Ft3.

MP Loudspeakers

Paris 616
Weatherproof 2-way full-range 200 watt loudspeaker, Mil-Spec polymer cabinet with WeatherTech grill, 2 x 5/16-18 T-Nut yoke
points (1 per end), 2 x 5/16-18 T-Nut on bottom for use with standmount bracket, 4 x 1/4-20 T-Nuts on back for use with a 
multimount bracket, 1 x Neutrik 4MP connector, 1 x terminal block connection, 1 x 1" compression driver, 2 x 6.5” 
polypropylene driver. Black

WEIGHT: 34 lbs,   VOLUME: 1.2 Ft3.

Paris 616T
Same as Paris 616 with 70v multi-tap transformer (16, 32, 64, 128 watts RMS). Black

WEIGHT: 36 lbs,   VOLUME: 1.2 Ft3.

All prices FOB Montreal.QC Canada.  Subject to change without notice.
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Vernal 15

Weatherproof 2-way 60 watt full-range loudspeaker, Mil-Spec polymer cabinet with WeatherTech™ grill, 4 x 1/4-20 T-nut 
flypoints/yoke points, 2 x 1/4-20 T-nuts for use with a mulitmount bracket, grill, 4 x 1/4-20 T-nut flypoints/yoke points, 2 x 1/4-20
T-nuts for use with a mulitmount bracket, 1 x terminal block connection, 1 x 1” ceramic driver, 1 x 5” polypropylene driver. Black
or white

WEIGHT: 8 lbs,   VOLUME: .2 Ft3.

Vernal 15 T
Same as Vernal 15 with 70v multi-tap transformer (10, 20, 40, 60 watts RMS). Black or white

WEIGHT: 9.5 lbs,   VOLUME: .2 Ft3.

Vienna 16
Weatherproof 2-way full-range 150 watt loudspeaker, Mil-Spec polymer cabinet with WeatherTech grill, 2 x 5/16-18 T-Nut yoke
points (1 per end), 2 x 5/16-18 T-Nut on bottom for use with standmount bracket, 4 x 1/4-20 T-Nuts on back for use with a 
multimount bracket, 1 x Neutrik 4MP connector, 1 x terminal block connection, 1 x 1" compression driver, 1 x 6.5” 
polypropylene driver. Black

WEIGHT: 20 lbs,   VOLUME: .7 Ft3.

Vienna 16T
Same as Vienna with 70v multi-tap transformer (16, 32, 64, 128 watts RMS). Black
WEIGHT: 22 lbs,   VOLUME: .7 Ft3.

Loudspeaker Option

Option - AS Series Color Upcharge for Grill AND 
Charge for non-black color.
WEIGHT:  lbs,   VOLUME:  Ft3.

Option - MP Series Color Upcharge for Grill AND 
Charge for non-black color
WEIGHT:  lbs,   VOLUME:  Ft3.

Option, 300w internal 100v transformer
Internal 300W fixed tap 100V transformer installed in any AS Series loudspeaker.
WEIGHT: 15 lbs,   VOLUME:  Ft3.

Option, transfomer, 300w internal 70v
Internal 300W fixed tap 70V transformer installed in any AS Series loudspeaker.
WEIGHT: 15 lbs,   VOLUME:  Ft3.

June 1, 2014 All prices FOB Montreal,QC Canada.  Subject to change without notice.
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Turn-Key Systems Install

iPA.5 Install PA System
Description: This audio system includes everything you need to cover 75+ listeners.  System Includes:  2 x 
Technomad Vernal 15 Loudspeaker , 2 x 25' 12-Gauge Outdoor Speaker Cable, 1 x Technomad Stereo 75W 
amplifier with integral 2 mic, 4 line input mixer, 1 x  6U Storage Case for Mixer and Amp,  2 x Wallmount Adapters,
1 x Switched Dynamic Microphone and Cable, Rack-mount Power Strip, All patch cords,  assembly, and testing.  
Amp can power up to 4 Vernal loudspeakers.  Delivered ready-to-use.
WEIGHT: 74 lbs,   VOLUME:  Ft3.

IPA1 - Install PA
Description: This audio system includes everything you need to cover 200+ listeners.  System Includes:  2 x 
Technomad Vienna 16 Loudspeaker , 2 x 50' 12-Gauge Outdoor Speaker Cable, 1 x Technomad Stereo 200W 
amplifier, 1 x  6U Storage Case for Mixer and Amp, 2 x Wallmount Adapters, 1 x  6-channel mixer with 2 Mic & 4 
line, 1 x Switched Dynamic Microphone and Cable, Rack-mount Power Strip, All patch cords,  assembly, and 
testing.  Amp can power up to 6 Vienna loudspeakers.  Delivered ready-to-use.
WEIGHT: 150 lbs,   VOLUME: 10.4 Ft3.

IPA2 - Install PA 2
Description: This complete audio system includes everything you need to cover 1000 + listeners.  System 
Includes: 2 x Technomad Noho C Install Loudspeaker, 2 x 50' 12-Gauge Outdoor Speaker Cable, 1 x Technomad
Stereo 500W amplifier, 1 x  6U Storage Case for Mixer and Amp, 2 x Wallmount,  1 x  6-channel Technomad 
mixer with 2 Mic & 4 line inputs, 1 x Switched Dynamic Microphone and Cable, Rack-mount Power Strip, All patch
cords, assembly, and testing.  Amp can power up to 6 Noho loudspeakers.  Delivered ready-to-use.
WEIGHT: 209 lbs,   VOLUME: 48.9 Ft3.

IPA3 - Install PA 3
Description: This complete audio system includes everything you need to cover 2000+ listeners.  System Includes:
2 x Technomad Berlin 15/H Install Loudspeaker, 2 x 50' 12-Gauge Outdoor Speaker Cable, 1 x Technomad Stereo
500W amplifier, 1 x ProRack 6U Storage Case for Mixer and Amp, 2 x Wallmount, 1 x  6-channel Technomad 
mixer with 2 Mic & 4 line inputs, 1 x Switched Dynamic Microphone and Cable, Rack-mount Power Strip, All patch
cords, assembly, and testing.   Amp can power up to 6 Berlin loudspeakers.   Delivered ready-to-use.
WEIGHT: 317 lbs,   VOLUME:  Ft3.

Turn-Key Systems Mobile

MPA1 - Mobile PA 1
Description: This complete audio system includes everything you need to cover 200+ listeners.  System Includes:
2 x Technomad Vienna 16 Loudspeaker , 2 x 50' 12-Gauge Outdoor Speaker Cable, 1 x Technomad Stereo 200W
amplifier, 1 x  6U Storage Case for Mixer and Amp, 2 x Tripod, 2 x Tripod Adapter, 1 x 6-channel Technomad 
mixer with 2 Mic & 4 CD inputs, 1 x Switched Dynamic Microphone and Cables, Rack-mount Power Strip, All patch
cords, assembly, and testing.    Amp can power up to 6 Vienna loudspeakers.  Delivered ready-to-use.
WEIGHT: 150 lbs,   VOLUME:  Ft3.

MPA2 - Mobile PA 2
Description: This complete audio system includes everything you need to cover 1000 + listeners.  System 
Includes: 2 x Technomad Noho C Tour Loudspeaker, 2 x 50' 12-Gauge Outdoor Speaker Cables, 1 x Technomad
Stereo 500W amplifier, 1 x 6U Storage Case for Mixer and Amp, 2 x Tripod,  1 x 6-channel Technomad mixer with
2 Mic & 4 CD inputs, 1 x Switched Dynamic Microphone and Cables, Rack-mount Power Strip, All patch cords, 
assembly, and testing.  Amp can power up to 6 Noho loudspeakers.  Delivered ready-to-use.
WEIGHT: 217 lbs,   VOLUME: 48.9 Ft3.
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MPA3 - Mobile PA 3

Description: This complete audio system includes everything you need to cover 2000+ listeners.  System Includes:
2 x Technomad Berlin 15/H Tour Loudspeakers, 2 x 50' 12-Gauge Outdoor Speaker Cables, 1 x Technomad 
Stereo 500W powered amplifier, 1 x  6U Transport / Storage Case for Mixer and Amp, 2 x Tripod, 1 x 6-channel 
Technomad mixer with 2 Mic & 4 CD inputs, 1 x Switched Dynamic Microphone and Cable, Rack-mount Power 
Strip, All patch cords, assembly, and testing.  Amp can power up to 6 Berlin loudspeakers.  Delivered ready-to-
use.
WEIGHT: 317 lbs,   VOLUME:  Ft3.

Turn-Key Systems 70V

rPA1 - Turnkey Restaurant / Retail System 1 - 70V
Small sized, turnkey audio system for restaurants, retail spaces.  System features 2 x Vernal T multitap 
loudspeakers with wallmounts, 200’ of black 16g wire and a low-profile rack with a mixer and 70v amplifier.  Easy 
to install, configure.
WEIGHT: 133 lbs,   VOLUME:  Ft3.

rPA2 - Turnkey Restaurant / Retail System 2 - 70V
Medium sized, turnkey audio system for restaurants, retail spaces.  System features 4 x Vernal T multitap 
loudspeakers with wallmounts, 200’ of black 16g wire and a low-profile rack with a mixer and 70v amplifier.  Easy 
to install, configure.
WEIGHT: 156 lbs,   VOLUME:  Ft3.

rPA3 - Turnkey Restaurant / Retail System 3 - 70V
Large sized, turnkey audio system for restaurants, retail spaces.  System features 6 x Vernal T multitap 
loudspeakers with wallmounts, 200’ of black 16g wire and a low-profile rack with a mixer and 70v amplifier.  Easy 
to install, configure.
WEIGHT: 179 lbs,   VOLUME:  Ft3.

rPA Subwoofer Upgrade, Soho T
Adds 1 Soho T Subwoofer to any RPA (Restaurant/Retail) PA system.  No crossover or extra amp required - 
powered by 70v full-range signal.  Multi-tap switch allows user to set volume.

WEIGHT: 45 lbs,   VOLUME: 2.9 Ft3.

RPA Gooseneck Microphone
Gooseneck microphone with switch.
WEIGHT: 2 lbs,   VOLUME:  Ft3.

June 1, 2014 All prices  Montreal,QC Canada.  Subject to change without notice.
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Turn-key Options

Bundle - CD/Wireless Mic
Accessory Bundle - Technomad CD player and Wireless Mic option.  Factory Installed.  Discounted price 
compared to each purchased separately.   One compact rackspace unit combines both items, saving valuable 
space. Mic band - 645 - 675 Mhz
WEIGHT: 10 lbs,   VOLUME:  Ft3.

System Addition - 1X Oslo + Sub-amp
Adds a 1500W Oslo subwoofer to any turnkey system. Includes dedicated 1500w amplifier module with electronic
crossover for turnkey operation. This options requires 2U of space in the system rack.
WEIGHT: 112 lbs,   VOLUME:  Ft3.

Upgrade 50’ cables to 200’ cables
Upgrade 2x 50’ cables for any IPA/MPA System to 2x 200’ cables
WEIGHT: 20 lbs,   VOLUME:  Ft3.

Upgrade, HighQ Berlin
Upgrade for two Berlin loudspeaker from standard dispersion pattern to Hi-Q configuration in an IPA3

WEIGHT:  lbs,   VOLUME:  Ft3.

Wireless Mic System, Lapel
Wireless mic system with bodypack with headset and lapel mic.
WEIGHT:  lbs,   VOLUME:  Ft3.

Wireless Microphone System, Handheld
Handheld wireless microphone with 1U rackmount receiver.

645 - 675 Mhz
WEIGHT: 8 lbs,   VOLUME:  Ft3.

Portable Systems and Options

DragonFly PA System, Next Generation
Ultra-compact weatherproof portable PA system.  5-hour internal battery, or operates from external AC/ DC 
sources.  Fully weatherproof in deployed mode, self-casing via lids and hatches for transport and storage.  Integral
wireless microphone, four-channel mixer.  Aux audio input, aux loudspeaker output.   Expandable - one empty 
module slot allows internal installation of accessory modules, including Schedulon audio player/recorder, 2nd 
wireless mic module (handheld, headset or lapel versions), CD player, or networking module to tie into large-area
mult-node PA systems.
WEIGHT: 26 lbs,   VOLUME: 1.5 Ft3.

DragonFly Expansion Speaker
Expansion speaker for the DragonFly PA system. Features same coaxial driver as the DragonFly. Passive.
WEIGHT: 26 lbs,   VOLUME: 1.5 Ft3.

June 1, 2014 All prices FOB Montreal,QC Canada.  Subject to change without notice.
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Option, Module, CD player, no chassis, DragonFly

CD player module for DragonFly PA system.
WEIGHT: 1.8 lbs,   VOLUME: 0 Ft3.

Option, Module, DragonFly Wireless Mic
Module, for DragonFly expansion slot.  Adds 2nd wireless microphone system to DragonFly.  Handheld wireless 
microphone with mini-DIN module receiver. 645 - 675 Mhz
WEIGHT: 8 lbs,   VOLUME:  Ft3.

Option, Module, Schedulon MP3 player recorder, with
Module only- requires chassis (DragonFly)  The ultimate audio playback for the DragonFly.  Offers both instant 
access to your MP3/WAV/OGG/FLAAC format audio, AND also allows you to schedule sounds for automatic 
unattended playback.  16GB
WEIGHT: 10.4 lbs,   VOLUME: .1 Ft3.

5835-01-545-6467

Yoke Mount, DragonFly
The DragonFly Yoke Mount option allows you to permanently or temporarily yoke-mount the DragonFly to a 
structure (wall or pole).
WEIGHT: 3 lbs,   VOLUME: .9 Ft3.

Electronics

Schedulon, 3.0
The ultimate audio playback / recording system for commercial applications.  Offers both instant access of your 
audio files AND also allows you to schedule sounds for automatic unattended playback.  16GB storage. 
WAV/OGG/MP3/FLAC format compatible.

1U rack space
WEIGHT:  lbs,   VOLUME:  Ft3.

PowerChiton Micro
Compact, 90w into 8 ohms, NEMA output module.  Suitable for powering Vernal loudspeakers or similar.
WEIGHT: 10 lbs,   VOLUME: .7 Ft3.

PowerChiton1 Amplifer
PowerChiton waterproof monoblock amplifier module drives one, two, or three eight-Ohm loudspeakers.  Passively
cooled, no moving parts in the module.  2-balanced lines in (internal mixer to adjust level).  110-240VAC power.  
Optional Ethernet Audio-Over-IP, OR Twisted-Pair Analog, OR Wireless FM input modules for wide range of 
applications.
Ideal for powering Technomad Vienna loudspeaker, or similar non-Technomad products.
130W @ 8Ω, 250W @ 4Ω, 300W @ 2.6Ω.
Power draw in standby - 130mA.   Power draw at max output (2Ω load) - 2.3A
WEIGHT: 7 lbs,   VOLUME: .2 Ft3.

June 1, 2014 All prices FO.B.Montreal,QC  Canada  Subject to change without notice.
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PowerChiton2 Amplifer

PowerChiton waterproof monoblock amplifier module drives one, two, or three eight-Ohm loudspeakers.  Passively
cooled, no moving parts in the module.  2-balanced lines in (internal mixer to adjust level).  110-240VAC power.  
Optional Ethernet Audio-Over-IP, OR Twisted-Pair Analog, OR Wireless FM input modules for wide range of 
applications.
Ideal for powering Technomad Paris or Noho loudspeaker, or similar non-Technomad products.
250W @ 8Ω, 500W @ 4Ω, 750W @ 2.6Ω.

Power draw in standby - 200mA.   Power draw at max output (2Ω load) - 4A
WEIGHT: 8.6 lbs,   VOLUME: .3 Ft3.

PowerChiton3 Amplifer
PowerChiton waterproof monoblock amplifier module drives one, two, or three eight-Ohm loudspeakers.  Passively
cooled, no moving parts in the module.  2-balanced lines in (internal mixer to adjust level).  110-240VAC power.  
Optional Ethernet Audio-Over-IP, OR Twisted-Pair Analog, OR Wireless FM input modules for wide range of 
applications.
Ideal for powering Technomad Berlin loudspeaker, or similar non-Technomad products.
525W @ 8Ω, 1100W @ 4Ω, 1500W @ 2.6Ω.

Power draw in standby - 270mA.   Power draw at max output (2Ω load) - 7A

2:03:24 PM

PowerChiton4 Amplifer
PowerChiton waterproof monoblock amplifier module drives one, two, or three eight-Ohm loudspeakers.  Passively
cooled, no moving parts in the module.  2-balanced lines in (internal mixer to adjust level).  110-240VAC power.  
Optional Ethernet Audio-Over-IP, OR Twisted-Pair Analog, OR Wireless FM input modules for wide range of 
applications.
Ideal for powering Technomad Berlin6040/9040 loudspeaker or Oslo subwoofer, or similar non-Technomad 
products.
1550W @ 8Ω, 2000W @ 4Ω, 2000W @ 2.6Ω.
Power draw- 300mA in standby, 9A at clipping, 2A at average power

Option, 70V output for PowerChiton1
70V option for PowerChiton. Provides 150W at 70V. Transformer is housed in 6x8x4 NEMA enclosure. Cable to 
connect to the PowerChiton1 included.
WEIGHT: 4 lbs,   VOLUME:  Ft3.

PowerChiton Breakout Box
Breakout box for the PowerChiton amplifier family.  This allows the user to directly connect microphones and line-
level accessories (eg iPod, CD player) to a PowerChiton.The unit has three line level inputs and mic level XLR 
input, with individual gain controls.  Lockable box provides secure storage of wired mic or similar accessories.  
Order with PowerChiton.  Provided 4’ interface cable.
WEIGHT: 5 lbs,   VOLUME: .2 Ft3.

PowerChiton Breakout Box XL
Breakout box for the PowerChiton amplifier family.  This unit features three expansion slots which can 
accommodate Technomad wireless mic receivers. The unit has three line level inputs and mic level XLR input, 
with individual gain controls.  Lockable box provides secure storage of wired mic or similar accessories.  Order 
with PowerChiton.  Provided 4’ interface cable.
WEIGHT: 1 lbs,   VOLUME: .2 Ft3.

June 1, 2014 All prices FOB Montreal,QC Canada.  Subject to change without notice.
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PowerChiton Ethernet Receiver module

Allows audio to streamed to a PowerChiton module as data over an Ethernet network.  Requires Technomad 
Ethernet Source Module.  Module is factory-installed in the PowerChiton at time of order.
WEIGHT:  lbs,   VOLUME:  Ft3.

PowerChiton Ethernet Transmitter Module
Allows audio to be streamed over an Ethernet network to one or multiple PowerChiton amplifier modules.  
Requires each Power Chiton to be equipped with a Technomad PowerChiton Ethernet Receiver module
WEIGHT:  lbs,   VOLUME:  Ft3.

PowerChiton Twisted Pair Receiver module
Allows PowerChiton amplifier module to work with PowerChiton Twisted Pair Sender to achieve high quality 
balanced audio distribution over long distance runs of twisted pair wiring.
WEIGHT:  lbs,   VOLUME:  Ft3.

PowerChiton Twisted Pair Sender Module
Allows long distance distribution of audio over twisted pair wiring when used with PowerChiton Twisted Pair 
Receiver modules.
WEIGHT:  lbs,   VOLUME:  Ft3.

PowerChiton Wireless / Wifi Access Option
Adds weatherproof Wifi Access point to PowerChiton (for streaming audio, similar applications).    3’ cable to 
connect to PowerChiton.
MUST BE ORDERED AT SAME TIME AS POWERCHITON.

IP55 Rated Enclosure
    IEEE 802.11b, 802.11g and 802.11n Compliant
    Selectable Bandwidth Settings: 20/40MHz

PowerChiton Wireless / Wifi Access Option, Airplay
Integrated Airport Express™ offering AirPlay™ connectivity to the PowerChiton

MUST BE ORDERED AT SAME TIME AS POWERCHITON.

WEIGHT: 2 lbs,   VOLUME: .3 Ft3.

PowerChiton, Wireless Receiver Option- 902-928Mhz
Integrated FM Wireless audio distribution system receiver.   Requires Technomad P/N 1434 Wireless transmitter

Available in 900Mhz frequencies.   Technomad strongly recommends local evaluation of system compatibility prior
to purchase.
WEIGHT: .5 lbs,   VOLUME: 0 Ft3.

PowerChiton, Wireless Transmitter Option- 902
Transmits FM wireless audio to PowerChiton WIreless Audio Receiver option (multiple receivers can get signal 
from single Transmitter). Transmitter has weatherproof antenna of optimum line of sight installation.
WEIGHT: 4 lbs,   VOLUME:  Ft3.

June 1, 2014 All prices FOB Montreal,QC   Canada.  Subject to change without notice.
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Security Screw Set, Schedulon

Replaces standard phillips screws on Schedulon with Torx screws.
WEIGHT: .1 lbs,   VOLUME:  Ft3.

Accessories

Cable, 100’, SJO SO/SO
100’ two conductor 12 AWG cable, Neutrik NL4FC speakon connector at each end
WEIGHT: 12 lbs,   VOLUME:  Ft3.

Cable, 200’ SO/SO
200’ two conductor 12 AWG SJO cable, Neutrik NL4FC Speak-On connector at each end
WEIGHT: 21 lbs,   VOLUME:  Ft3.

Cable, 50’ SO/SO
50’ two conductor 12 AWG cable, Neutrik NL4FC speakon connector at each end
WEIGHT: 6 lbs,   VOLUME:  Ft3.

Dynamic Microphone w/ Cable (US Comm.)
Dynamic handheld microphone with a switch and a 25’ XLR terminated cable.
WEIGHT: 3 lbs,   VOLUME:  Ft3.

Mic stand adaptor
Mounts on the bottom of the Vernal for mic stand mounting
WEIGHT:  lbs,   VOLUME:  Ft3.

MP Stand-mount Adapter
Bolt-on flange, allowing Paris and Viennas to be mounted on 1.5” dia stands.
WEIGHT: .5 lbs,   VOLUME:  Ft3.

Pole adaptor, large
Interface plate for poles 7” diameter or larger.  Allows AS Series Universal Wallmount to be strapped to a pole.  
Strapping not included.

Each set is 2x  adaptor plates which interface between the pole and the bracket.
WEIGHT: 3 lbs,   VOLUME:  Ft3.

Pole adaptor, small
Interface plate for poles 7” diameter or less.  Allows AS Series Universal Wallmount to be strapped to a pole.  
Strapping not included.

Each set is 2x  adaptor plates which interface between the pole and the bracket.
WEIGHT: 2 lbs,   VOLUME:  Ft3.

June 1, 2014 All prices FOB MOntreal,QC  Canada.  Subject to change without notice.

PN:1461 $47.00

PN:812 $346.00

PN:707 $742.00

PN:359 $214.00

PN:1058 $256.00

PN:623 $44.00

PN:457 $69.00

PN:1539 $114.00

PN:1538 $103.00



Effective

 COMMERCIAL AUDIO 
Pole Mount, PowerChiton module

This bracket allows a PowerChiton amplifier module to be mounted to a pole up to 4” in diameter.  Galvanized 
steel.

Can be specified for a 2”, 3” and 4” diameter pole.
WEIGHT: 4 lbs,   VOLUME: .7 Ft3.

Technomad Tripod Stand, Black
Technomad Tripod Stand, 6’
WEIGHT: 8 lbs,   VOLUME:  Ft3.

Wall Bracket, Stainless, AS Series
Stainless wallmount bracket for all AS Series loudspeakers.  Includes safety cable.  Allows fxed horizontal and 
vertical rotation.
WEIGHT: 11 lbs,   VOLUME:  Ft3.

Wall Bracket, Stainless, Vernal
Stainless steel multi-position wallmount. Featuring locking pan and tilt positions, the Vernal wall bracket will 
provide steady speaker positioning even under wind load.
WEIGHT: 1.5 lbs,   VOLUME: 0 Ft3.

Wall Bracket, Stainless, Vienna/Paris
Stainless steel wallmount for Vienna/Paris speakers. Offers fixed pan and tilt positioning.
WEIGHT: 3 lbs,   VOLUME:  Ft3.

Yoke mount bracket, Berlin/Chicago/Cairo
Hot dip galvanized steel yoke mount for Berlin loudspeaker.  Includes hardware to attach the yoke to the 
loudspeaker.  Includes lockbar to prevent speaker rotation.  Compatible with all models of Berlin loudspeaker with
yoke-mounting points.
WEIGHT: 18 lbs,   VOLUME: 1.4 Ft3.

Yoke mount bracket, Noho
Hot dip galvanized steel yokemount for Noho loudspeaker.  Includes hardware to attach the yoke to the 
loudspeaker.  Includes lockbar to prevent speaker rotation.
WEIGHT: 7 lbs,   VOLUME:  Ft3.

Yoke mount bracket, Paris
Stainless steel U-bracket for Paris loudspeaker.  Includes hardware to attach the bracket to the loudspeaker.
WEIGHT: 5 lbs,   VOLUME:  Ft3.

Yoke mount bracket, Vernal
Stainless steel U-bracket for Vernal loudspeaker.  Includes hardware to attach the bracket to the loudspeaker.
WEIGHT: 1 lbs,   VOLUME:  Ft3.

Yoke mount bracket, Vienna
Stainless steel U-bracket for Vienna loudspeaker.  Includes hardware to attach the bracket to the loudspeaker.
WEIGHT: 5 lbs,   VOLUME:  Ft3.

June 1, 2014 All prices FOB Montreal,QC Canada.  Subject to change without notice.

PN:1243 $360.00

PN:394 $384.00

PN:1533 $375.00

PN:1647 $132.00

PN:1631 $267.00

PN:1225 $751.00

PN:1219 $427.00

PN:1228 $272.00

PN:1226 $83.00

PN:1227 $220.00



Effective

 COMMERCIAL AUDIO 

System

PowerChiton, Wireless Receiver Module Only Option-
Integrated FM Wireless audio distribution system receiver.   Requires Technomad P/N 1434 Wireless transmitter

Available in 900Mhz frequencies.   Technomad strongly recommends local evaluation of system compatibility prior
to purchase.
WEIGHT: .5 lbs,   VOLUME: 0 Ft3.

June 1, 2014 All prices FOB Montreal,QC  Canada.  Subject to change without notice.

PN:1659 $1350.00


